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	                REQUIREMENT
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NUMBER         |DESCRIPTION                            
	MEAS/

STIMU
	SPECIFICATION


	INTERVALS/CONSTRAINTS/REMARKS





I01000.020                  JEM Video to USOS                                                
Demonstrate the ability to route and 

             display acceptable video from the JEM 

             Video System to the USOS via Node 2 by 

             Routing JEM Camera Video to the USL Video

             Subsystem for display on the RWS and

             routing video through multiple switches                

             to simulate on orbit conditions. 

             Demonstrate routing of JEM Video using 

             PCS and RWS DCP commanded auto routing and 

             edit C&C trunkline availability table

             to mask out unavailable routes.      




Verify acceptable video as displayed on the RWS. Verify JEM video source is routed to commanded destination



A:AMEIT3

B:

C: 

C-1: REQUIRES USL Emulator (Including VSU, 

SCU), Video Test Set,RWS, Mate, JEM

Camera Cable.

     
R-2: PCS can only route video that                                                                                                                                                                                                                IS made available to the CVIUs by the                                                                                                                                                                                                 JEM VCUs.  USOS PCS cannot control                                                                                                                                                                                                         ROuting of the JEM video system.
R-3: THE MOST DESIRABLE CANDIDATE FOR                                                                                               THIS TEST IS THE JEM MAIN ARM END                                                                                                EFFECTOR CAMERA.IF THE USE IS NOT POSSIBLE. THE GSE JEM                                                                                             CAMERA CABLE WILL BE MADE TO                                                                                               SIMULATE THE MAIN ARM END EFFECTOR                                                                                            CAMERA SIGNAL PATH LENGTH.

D:REF: ICD X-XXXXX, DERIVED FROM PARA                                                                                                  X.X.X.X.X FOR CARGO ELEMENT




