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	                REQUIREMENT

-------------------------------------------------------

NUMBER         |DESCRIPTION                            
	MEAS/

STIMU
	SPECIFICATION


	INTERVALS/CONSTRAINTS/REMARKS





I01CDH.001               C&DH BUS REDUNDANCY  

VERIFY 1553 A/B INTER–ELEMENT BUS REDUNDANCY AND BUS COMMUNICATION VIA DEMONSTRATION ON THE FOLLOWING BUSSES.

I01CDH.001-A     CB-EXT-1&2



  (REF C-2,C-3,C-4)

I01CDH.001-B    LB-CHECS-JEM   (REF C-5)

I01CDH.001-C     NASDA-PL-BUS E (REF C-6)

I01CDH.001-D    LB-PL-JEM    



  (REF C-7, R-6)

I01CDH.001-E   LB-CHECS-APM    ***Action to Delete from MEIT3                   

               (REF C-8, R-7)
I01CDH.001-F    MSS-PDGF-LB  ***Action to Delete from MEIT3                   

               (REF C-9, R-7)                                                                                 







VERIFY BUS 

SWITCHOVERS OCCUR WITHOUT BUS DROPOUTS 

OR LOSS OF COMM

                                                                                                                                 VERIFY GOOD POLLING RESPONSE FROM RTS ON                                                      BOTH CHANNELS A AND B FOR REQUIREMENTS A-F



A:AMEIT3

B:

C: :C-1: RTS ARE ACTIVE ON BUS BEING TESTED.

C-2: MIN CONFIG:(CB-EXT 1&2) PCS-C&C-JCP                  ACTIVE    

C-3:  (ONLY CB-EXT-1)PCS-C&C—DIU-3A-ACBM JP

C-4:   (ONLY CB-EXT-2) PCS-C&C-DIU-3B-ACBM JS   

C-5: Min Config:PCS-C&C-pl mdm-Cam JMPR -CHECS rT or RT SIM.                                                            

C-6: Min Config:PCS-C&C-JCP-PDH-nasDa pl Sim 

C-7: Min Config: PCS-C&C-PL MDM-pcs(pl)

C-8: Min Config: PCS-C&C-PL MDM-CHECS rt or  rt sim   

C-9: Min Config:PCS-C&C-CEU-PASS-1000 rt sim              

R-1: I01CDH.001-F IS TO BE PERFORMED IN                                                        CONCERT WITH THE C&T VIDEO REQUIREMENTS                                                                                              WHICH ALSO REQUIRES RWS/CEU/MDP.

R-2 PERFORM BUS SWITCHOVERS USING PCS OR AVAILABLE COMMAND SOURCE

R-3 DEFAULT CHANNEL (A OR B) WILL BE RECORDED IN THE PROCEDURE. 

 R-4: WAIT APPROX. 3 MINUTES TO VERIFY GOOD COMMUNICATION ON BUS AFTER EACH SWITCHOVER

R-5: PASS-1000 OR EQUIVALENT CAN BE USED AS A ‘DUMMY RT’ ON ALL LOCAL BUSES.

R-6: ASSOCIATED DDCTS SHOULD BE REQUESTED WITH PL PCS.  

R-7: I01CDH.001-E AND I01CDH.001-F ARE NOT REQUIRED TO BE TESTED WITH JEM ELEMENT AND

WILL BE DELETED IF VERIFIED IN ANOTHER TEST. 

R-8:  TELEMETRY VERIFICATION OF RESPONSES WILL BE THROUGH S-BAND FROM C&C (IF AVAILABLE) AND/OR THE PCS/JEM LAPTOPS.

D:REF: MEIT3 CDH_001 DTO; ICD 42000, DERIVED                                                                             FROM PARAGRAPH 3.5.2.1.1.1 FOR CARGO ELEMENT                                                                                           


