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	                REQUIREMENT

-------------------------------------------------------

NUMBER         |DESCRIPTION                            
	MEAS/

STIMU
	SPECIFICATION


	INTERVALS/CONSTRAINTS/REMARKS





I01CDH.010      JEM MRDL/HRDL DEMONSTRATION  
                

Demonstrate High and Medium rate 

links  are configured correctly  

across elements 

I01CDH.010-A       Send HR Packet Data through the 

                 designated  

JEM PDH source path REQUIRES PDH-PDA

JEM HRMS source path REQUIRES PDG-ISPR jumper-

HRMS output-PDA

JEM ISPR source path REQUIRES PDG-ISPR jumper-

ISPR Output-PDA

JEM ICS SCAR path REQUIRES PDG-ISPR jumper- ICS 

SCAR output-PDA

`

JEM PEHG source path REQUIRES Ethernet 

Sniffer-JEM  PEHG-PDA

JEM Reserved source path REQUIRES PDG-ISPR 

jumper-Reseved output-PDA

I01CDH.010-B        Send MR-data between JEM PEHG and Lab
REQUIRES Ethernet Sniffer-JEM PEHG-Ethernet Sniffer

                      


Demonstrate data analyzed at FE is equivalent to data sent from JEM



A:AMEIT3

B:

C:

C-1: REQUIRES FLIGHT Emulator(Including                                                                                                PEHG) APS, HRDL, ISPR Jumper, Ethernet  sniffer, PDA and PDG.
R-1:hrdl JOINT TEST IS CURRENTLY PLANED TO BE CONCUCTED WITH HCOR. IF THE TEST were CONDUCTED WITHOUT HCOR, jem HRDL DEMONSTRATION would need to be conducted with HCOR.
KSC Comment:IF HCOr is included, HRFM should also be included to ensure accurate demonstration of HCOR.  HRFM should also be considered to demonstrate USOS Ku Band return link function of JEM data, regardless of HCOR Inclusion. Ku band VBSP is also under such consideration by KSC.

KSC Engineering recommends inclusion of Ku Band system into this test.

Requirement for adding HRFM and VBSP is under discussion at KSC. (currently not approved).
pass fail criteria for data transmission may need to  be further defined.
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