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	                REQUIREMENT
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NUMBER         |DESCRIPTION                            
	MEAS/

STIMU
	SPECIFICATION


	INTERVALS/CONSTRAINTS/REMARKS





I01000.035                  C&DH CAUTION AND WARNING      

Initiate the class 1 alarms from JEM and Node2 C&W panels. Demonstrate that all buttons on JEM and NODE2 C&W panels silence  C&W tones.    

I01000.035A

     EMERGENCY (FIRE) 
     


(REFERENCE  R-1,R-2,C-1,R4)  



PRESS JEM CWP "FIRE" PUSHBUTTON
PRESS  NODE2 CWP "FIRE" PUSHBUTTON

RESET FIRE EVENT TO NORMAL




                                   
VERIFY FIRE C&W  LAMP ILLUMINATED IN BOTH JEM AND NODE 2.

AUDIBLE AUDIO ALARM EMERGENCY TONE ON AND ACCEPTABLE AUDIO LIMIT.

VERIFY EXPECED C&W MESSAGES  ON PCS.

AUDIO ALARM EMERGENCY TONE OFF

VERIFY FIRE LAMP EXTINGUISHED IN BOTH JEM AND NODE 2.




A: NA

B:

C:

C-1 FDIR WILL BE INHIBITED FOR EACH 

 OF THE CAUTION AND WARNING 

EVENTS.


The following event is an example more 

may be defined during procedure development.

1) Node 2 Automatic FIRE response shall also be inhibited at INTSYS level(INTSYS Fire

Safing Indicator shall be set to DISABLED)

R-1: NPRV'S ARE INSTALLED IN 4 IMV LOCATIONS (2 AFT USL, 2 PORT JEM) IN LAUNCH CONFIGURATION

R-2 PCS LOCATIONS WILL BE DETERMINED WITH TEST CONFIGURATION, UNLESS SPECIFICALLY DEFINED

R-3 C&DH-002 FOR EFFECIENCY SHOULD BE RUN IN PARALELL WITH C&T -004

R-4  FOR C&DH-002 FIRE EVENT ABC 3&4 SHOULD BE ACTIVE TO SUPPORT C&T – 004 WITH VOICE CHECKS COMPLETE.

                                                                     D:REF: DTO-C&DH-002                




I01000.35B               EMERGENCY (TOXIC ATMOSPHERE)
                  

(REFERENCE  C-1,R-5,R-6)

PRESS  NODE2 CWP "ATM" PUSHBUTTON

PRESS JEM CWP "ATM" PUSHBUTTON 

RESET TOXIC ATMOSPHERE WARNING

I01000.35C        EMERGENCY ( RAPID  DEPRESSURIZATION)


(REFERENCE  C-1,R-7)



PRESS JEM RMS CWP "(p/(t" PUSHBUTTON



                                   
VERIFY ATM LAMPS ARE  ILLUMINATED IN BOTH NODE 2 AND JEM C&W PANNELS.

AUDIBLE ALARM EMERGENCY TONE IS ON  AND ACCEPTABLE AUDIO LIMIT.

VERIFY EXPECTED C&W MESSAGES ON PCS.

AUDIBLE ALARM EMERGENCY TONE IS OFF

VERIFY ATM LAMP EXTINGUISHED ON BOTH NODE 2 AND JEM C&W PANELS.
VERIFY RAPID CABIN DECOMPRESSION LAMP ILLUMINATES  ON BOTH JEM AND NODE 2 C&W PANELS.
VERIFY EXPECED C&W MESSAGES  ON PCS CONNECTED ON CB-INT BUS.
AUDIO ALARM  EMERGENCY TONE ON AND ACCEPTABLE AUDIO LEVEL.


R-5 TOXIC EVENT CAN ONLY BE MANUALLY INITIATED BY COMMAND OR BY PRESSING THE ASSOCIATED C&W PANEL PUSHBUTTON

R-6 FOR C&DH-002 TOXIC ATMOSPHERE EVENT ABC 3&4 SHOULD BE ACTIVE TO SUPPORT C&T – 004 WITH VOICE CHECKS COMPLETE.

R-7 FOR C&DH-002 RAPID DEPRESS EVENT ABC 3&4 SHOULD BE ACTIVE TO SUPPORT C&T – 004 WITH VOICE CHECKS COMPLETE.




SILENCE EMERGENCY TONE  BY USOS PCS LOCATED 

IN THE JEM  FLIGHT MODULE ON CB-EXT-BUS

RESET DEPRESS EVENT TO NORMAL
I01000.35D

     GENERIC CAUTION






  (REFERENCE  R-8,R -9,R-10,C-1)




ACTIVATE  AUTOMATIC GENERIC CAUTION 



VERIFY JEM/NODE 2 CAUTION AND 

WARNING PANELS BUTTON ILLUMINATES.

PRESS JEM  CWP "CAUTION" PUSHBUTTON



RESET GENERIC CAUTIONS TO NORMAL 




AUDIO ALARM EMERGENCY TONE OFF
VERIFY RAPID CABIN DECOMPRESSION LAMP EXTINGUISHED ON BOTH JEM AND NODE2 C&W PANELS.
VERIFY CAUTION LAMP ILLUMINATES ON BOTH NODE 2 AND JEM C&W PANELS

AUDIO ALARM  CAUTION TONE ON AND ACCEPTABLE AUDIO LEVEL.

VERIFY EXPECED C&W MESSAGES  ON PCS.

AUDIO ALARM 

CAUTION  TONE OFF

VERIFY CAUTION LAMP EXTINGUISHED ON BOTH NODE 2 AND JEM C&W PANELS.

R-8: CAUTION AND WARNING EVENTS CAN ONLY BE AUTOMATICALLY INITIATED 
R-9 INITIATE CAUTION EVENT AUTOMATICALLY BY SENDING A START SAMPLING COMMAND (FROM USOS PCS) TO NON -CONFIGURED ITEM  (E.G. JLP PDB).

R-10 FOR C&DH-002 GENERAL CAUTION EVENT ABC 3  SHOULD BE ACTIVE TO SUPPORT C&T – 004 WITH VOICE CHECKS COMPLETE.

I01000.35E

     GENERIC  WARNING 






     (REFERENCE  C-1 , R-8,R-11)




INITIATE WARNING EVENT AUTOMATICALLY.

PRESS JEM CWP "WARNING" PUSHBUTTON

RESET WARNING EVENT

I01000.35F
                      TEST




     (REFERENCE  R-12,C-1)




PRESS AND HOLD “TEST” BUTTON ON JEM C&W PANEL




VERIFY WARNING LAMP ILLUMINATES ON BOTH NODE2 AND JEM C&W PANELS

AUDIO ALARM  WARNING TONE ON AND ACCEPTABLE AUDIO LEVEL.

VERIFY EXPECED C&W MESSAGES ON PCS.
AUDIO ALARM 

WARNING  TONE OFF

VERIFY WARNING LAMP EXTINGUISHED ON BOTH NODE 2 AND JEM C&W PANELS.

VERIFY ALL BUTTONS ILLUMINATED  ON BOTH  JEM C&W PANNELS.

VERIFY NO ILLUMINATION ON NODE 2 C&W PANEL

AUDIO TONES OFF

VERIFY NO NEW MESSAGES                        GENERATED ON PCS.

R-11 FOR C&DH-002 General warning EVENT ABC 4 SHOULD BE ACTIVE TO SUPPORT C&T – 004 WITH VOICE CHECKS COMPLETE.

R-12: JEM C&W TEST BUTTON ONLY


RELEASE  “TEST BUTTON ON JEM C&W PANEL





VERIFY ALL BUTTONS NO LONGER ILLUMINATED ON  BOTH JEM C&W PANELS

.
